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JSGI-Series JSGI-Series

General Heated Incubator Compact Incubator
»amb. +5°C ~ 70 °C »amb. +5°C ~ 50 °C
» Constant Temperature » Constant Temperature
» Timer On / Off » Timer On / Off

» RS-232C or 485 [opTioN]
» Program Controller
5 PTN 80 SEG [opTiON]

MODEL CAPACITY TEMPERATURE ACCURACY MODEL CAPACITY TEMPERATURE ACCURACY
JSGI-050T 48 L +0.2°C JSGI-10T 9.3L amb. +5°C +0.2°C
JSGI-100T 96 L +0.2°C JSGI-30T 31.5L -50°C +0.2°C

amb. +5°C
JSGI-150T 150 L +0.2°C
-70°C
JSGI-250T 250 L +0.3°C
JSGI-250DT 2x250L +0.3°C
JSBI-C Series JSBI-CP Series
Cooled BOD Incubator Programmable Cooled Incubator
»+0°C~70°C »+0°C~70°C
» Constant Temperature » Program Controller
» Timer On / Off 5PTN 80 SEG
» RS-232C or 485 [opTioN] » RS-232C or 485 [opTiON]

MODEL CAPACITY TEMPERATURE ACCURACY MODEL CAPACITY TEMPERATURE ACCURACY

JSBI-050C 50L JSBI-150CP 150 L

JSBI-100C 100 L JSBI-250CP 250 L +0°C~70°C +0.2°C
JSBI-150C 150 L JSBI-420CP 420 L

+0°C~70°C +0.2°C

JSBI-250C 250 L

JSBI-420C 420 L

JSBI-840C 840 L
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JSBI-DCP Series JSMI-02 Series

Dual Chamber Cooled Incubator 2 Chamber Incubator
» Dual Chamber
» Dual Chamber »+0°C ~70°C

»+0°C~70°C
» Constant Temperature

» Constant Temperature
or Program Controller

or Program Controller 5 PTN 80 SEG
5 PTN 80 SEG » Timer On / Off
»Timer On / Off » Photoperiodic Light Control
»RS-232C or 485 [opTion) » RS-232C or 485 [oPTION]
MODEL CAPACITY TEMPERATURE ACCURACY MODEL CAPACITY TEMPERATURE FEATURE
JSBI-250DC JSMI-02C Constant
2x250L +0°C~70°C +0.2°C
JSBI-250DCP JSMI-02CP 2x125L +0°C~-70°C Program
JSMI-02CPL Light

JSMI-04 Series JSSC-Series

Multi-Room Incubator Cold Lab Storage Chamber

» Four Chamber
»+0°C ~ 70 °C » 4 °C Refrigerator

» On/Off Control
» RS-232C or 485 [opPTION]

» Constant Temperature
or Program Controller
5 PTN 80 SEG
» Timer On / Off
» Photoperiodic Light Control
» RS-232C or 485 [opTioN]

MODEL CAPACITY TEMPERATURE FEATURE MODEL CAPACITY TEMPERATURE ACCURACY
JSMI-04T amb.+ 5°C~70°C Heated JSSC-700C 686 L
+0°C~10°C +2.0°C
JSMI-04C Cooled JSSC-1200C 1176 L
4x125L
JSMI-04CP 0°C-70°C Program
JSMI-04CPL Light
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Performance
& Convenience

p Construction

» Durable epoxy powder coated
metallic casing
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P Chamber

» Corrosion resistant Stainless Steel
304 chamber with seamless round
cornered edge allows easy cleaning
and prevent leakage
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D Inner Glass Door

» High density silicone packing with
air-tight door lock

» Removable and height adjustable
shelf by 25mm spacing
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D Light Control

» Programmable Photoperiodic
lighting control system
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Safety

» DUAL OVER TEMP. CUT-OFF
1) Digital system cut-off heater and AUDIO VISUAL
ALARM in case +2°C above set temperature
2) Analog system cut-off heater 10% above set temp.
» MAX TEMP CUT-OFF heater and AUDIO VISUAL ALARM
when +1°C above maximum limit
» GLASS DOOR SWITCH
» SENSOR DISCONNECTION ALARM
» OVER CURRENT CUT-OFF : Electrical Leakage Breaker
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D) Maintenance

» Easy to maintain refrigeration system
with dust filter
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Heated amb.+5°C ~50°C

Constant Temperature

Controller

Timer On / Off

™

on  off

Compact Incubator

JSGI-Series Compact Economic Incubator is suitable
for personal, small food laboratory or HACCP Industry
doing daily incubation of bacterial screening with
Petri-Dish or Petri-Film.

Specifications
Heating Gravity Convection (JSGI-10T)
Forced Convection (JSGI-30T)
Temp. Range ambient +5°C~50°C
Accuracy + 0.2°Cat 37.0°C (JSGI-10T)
Uniformity + 0.5°C at 37.0°C (JSGI-10T)
Control Microprocessor PID Control
Auto START / STOP Timer
Sensor Class APt-100 Q Sensor
Safety Over-Temperature Cut-Off
Over Current Cut-Off
Material Body : Epoxy Powder Coated Steel

Chamber : Stainless Steel 304
Inner Glass Door (JSGI-30T only)
Including PVC Coated Wire Shelf

Electric 220+ 10% VAC 50/60Hz 1-Phase
[ 0
Plug config. or .:.-
CEE 7/Schuko BS 1363
Control Accuracy

» +£0.1°C Digital PID Controller with automatic START/STOP
timer max. 99min 59sec / 99hr 59min / 99 day 23hr

» Temperature calibration, auto-tuning function

» Class APt-100 Q sensor
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» Class APt-100 Q 2 & M A
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Performance Safety

» Durable epoxy powder coated metallic casing » DUAL OVER TEMP. CUT-OFF
» Corrosion resistant Stainless Steel 304 chamber » MAX TEMP CUT-OFF
» JSGI-10T : Mild gravity convection with durable silicone » AUDIBLE VISUAL ALARMS
film heater » SENSOR DISCONNECTION ALARM
» JSGI-30T : Forced Convection with blower maintain better » OVER CURRENT CUT-OFF FUSE

thermal uniformity
» Simple and durable design permits practical usage of

bacteria screening such as HACCP laboratory ACCGSSO ries
Art No. Descriptions
» Wi TEO] FOI O ZA 2H =F 24 PVC Coated Wire Shelf
» LIS A O] & 0f Lk Stainless Steel 304 X{ & O X 1 PHS-CO1 for JSGI-10T ~ W205 x D200 mm
» JSGI-10T : THEEfO| A2 2 S| HE MO HE MY E PHS-C02 for JSGI-30T  W295x D290 mm
QR ZRE IS XA YA
» JSGI-30T: RERR 7| a2t 22 0 22X
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Convenience
» Outer door with self adhesive magnetic packing
» Inner glass door with high density silicone packing and
air-tight door lock (JSGI-30T only)
» Stainless Steel 304 Chamber with seamless round cornered
edge allows easy cleaning and prevent contamination
» Two tier removable PVC coated wire shelf
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Ordering
Information JSGI-10T JSGI-30T
Gravity Convection Forced Convection
9.3L 31.5L
210x210x210 300 x 300 x 350
315 x 370 x 435 425 x 460 x 590
no yes
ambient+5 °C to 50 °C
+0.2°C +0.2°C
+0.5°C +0.5°C
2 2
60 W 100 W
0.3 Amp 0.5Amp
CEE 7/7 Schuko
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