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JSSI-300 Series JSSI-200 Series
Floor Standing Stackable

W 700 x D 650 mm W 500 x D 465 mm
1 1 Shaking & Static Shelf

heating heating
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JSSI-100 Series
Compact

JSSI-CML Series JSSI-202C Series
Multi-Stack Multi-Chamber

heating
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yes (CML model only) _ yes
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Platform & Accessories

JSOs-300 JS0s-500
DESCRIPTIONS Art. No. Art. No.

Stacking Bracket Kit - -

Universal Flask Platform PHF-P30 PHF-P60 PHF-P70
Dimensions W 275 x D 345 mm W495 x D495 mm  W700 x D650 mm
holds maximum 50 ~ 100 ml 8 ea 25ea 41 ea
polycarbonate 200 ~ 300 ml 6 ea 16 ea 25ea
flask holder 500 ml 5ea 16 ea 25ea

1000 ml 3ea 9ea 16 ea
2L /3L/5L 2ea 5ea 9/9/5ea

Dedicated Flask Platform - PHF-P62 PHF-P72

incl. PC Flask Holder 200~300ml 25 ea 42 ea

Non-Slip Rubber Mat PHF-M30 PHF-M60 PHF-M70

P Universal Spring Rack p Stainless Steel Flask Holder

Art. No. Art. No.

PHF-U70 690 x 650 x 140 mm
for JSSI-300, JSSI-2CML,

JSSI-4CML, JSSI-202CL

1000 ml

3000 ml
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Platform & Accessories

JSSI-300 JSSI-xCML JSSI1-202CL JSSI-200
DESCRIPTIONS Art. No. Art. No.

JSsSI-100

Stacking Bracket Kit = PHF-P12 =

Universal Flask Platform PHF-P70 PHF-P50
Dimensions W700 x D650 mm W500 x D465mm
holds maximum 50 ~ 100 ml 41 ea 32 ea
polycarbonate 200 - 300 ml 25 ea 20 ea
flask holder 500 ml 25 ea 16 ea

1000 ml 16 ea 9ea
2L/ 3L/ 5L 9ea/%9ea/5ea 5ea/4ea/2ea

Dedicated Flask Platform PHF-P72 PHF-P52

incl. PC Flask Holder 200~300ml 42 ea 20 ea

Non-Slip Rubber Mat PHF-M70 PHF-M50

p Polycarbonate Flask Holder p Test Tube Holder

Art. No. Size Adjustable Art. No.

200 ~ 300 ml 10 mm Dia. for 80 test tubes

14 mm Dia. for 52 test tubes

25 mm Dia. for 15 test tubes

N ZAtEF: 041-856-3677 Sales : +82-41-856-3677 info@jsresearch.co.kr
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Controller

P JSC-7S Controller

» Integrated Digital PID Controller

2, &5, Eto|0 SO PID 2EE 2
» Temperature control with £0.1°C

2280 32z +0.1°C
» Shaking speed control within =1 rpm

» Automatic STOP timer
Max. 99min 59sec / 99hr 59min
/ 99day 23hr

» Dual digital LED displays
TEMP, RPM and remaining TIME

» Temperature calibration 28 &0 HY J|s
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Shaking speed calibration
’ 8P PES A THS WAL SE R of
» Slow Start and Stop Control
» Auto-tuning function

» Class APt-100 Q sensor » Class A Pt-100 2 Z Al A

»QEEH 7|5 L&

P Chamber Light (speciFic mobeLs onLY]

» Programmable Photoperiodic
lighting control system
» ABRHO| T
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Photoperiodic
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Performance
& Convenience Safety

» DUAL OVER TEMP. CUT-OFF

} ConStrUCtlon 1) Digital system cut-off heater and AUDIO VISUAL

» Self-balanced door with ALARM in case +2°C above set temperature
magnetic packing, glass window 2) Analog system cut-off heater 10% above set temp.
and lighting » MAX TEMP CUT-OFF heater and AUDIO VISUAL ALARM

C XbA AL HEAlO| THZ, O] 23} when if +1°C above maximum limit

» MAX RPM CUT-OFF motor and AUDIO VISUAL ALARM
CEE RIS

when +10 rpm above maximum limit
» MOTOR FAILURE ALARM in case of shaking start failure
» DOOR SENSOR : Cut-off motor when door opened
» SENSOR DISCONNECTION ALARM
» OVER CURRENT CUT-OFF : Electrical Leakage Breaker
P Chamber
» O] St B Y X| F %]
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D Interchangeable Platforms

»Various interchangeable
shaking platforms

» S0 et wekst = A=
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D Maintenance

» Easy to maintain refrigeration system
P2 RRlEs
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Orbital Shaker

JSOS-Series for agitating samples in a container
(e.g. flasks, bottles, tubes) in ambient condition
to aerating, mixing and extracting samples.
Various application in chemistry, biomedical,
pharmaceutical, cell culture, tissue culture,
environmental and agriculture applications.

Timer Off |_\_

off )

20 -~ 350 rpm
Orbital or Reciprocal

Max. Load 15 ~ 35 kgs

www.jsresearch.co.kr

Specifications

Shaking Motion  JSOS-300  Orbital
JSOS-500  Orbital and Reciprocal
Speed Range 20 ~ 350 rpm (orbital)

Accuracy +1rpm

Control Microprocessor Feedback Control
Auto STOP Timer

Safety Over-Speed Cut-Off

Material Body : Epoxy Powder Coated Steel

Platform : Steel with Epoxy Powder Coating
Spring Rack : Stainless Steel 304

Electric 220+10% VAC 50/60Hz 1-Phase
@ 0

Plug config. or
= oo

CEE 7/7 Schuko BS 1363

Control Accuracy

» Digital feedback RPM controller with automatic STOP timer
max. 99min 59sec / 99hr 59min / continuous

» 4 digit dual digital LED displays RPM and TIME

» Inbuilt rpm calibration function

» Adjustable smooth start and stop motion
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Performance

» Speed control from 20 to 350 rpm

» Precise feedback control within = 1 rpm

» Durable shaking mechanism with powerful AC motor
supports orbital or reciprocal shaking motion maximum
load up to 35 kgs for JSOS-500

» Orbital shaking only for JSOS-300

»20~350rpm & =F J|5

v = 1lrpm FUZ ol OEWKof
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»JSOS-300 B E2 3| H 250 X2

Convenience

» Height adjustable level feet for balancing, anti-vibration
» Various choice of shaking platforms

> Reciprocal Motion Adaptor

> Universal Spring Rack

> Universal Flask Holder Platform

> Dedicated Flask Holder Platform

> Non slip Rubber Mat

> Size adjustable poly-carbonate flask holder

> Stainless steel flask holder

> Test Tube Rack

> Al 2y

Ordering
Information

M E4cEh:041-856-3677

Safety

» MAX RPM CUT-OFF motor and AUDIO VISUAL ALARM
» MOTOR FAILURE ALARM
» OVER CURRENT CUT-OFF

Accessories

Art No.

Descriptions

PHF-P30
PHF-M30

PHF-P11
PHF-U50
PHF-P60
PHF-M60

PHF-U70
PHF-P70
PHF-M70

PHF-Pxx
PHF-Sxx
PHF-Txx

for JSOS-300
Flask Holder Platform
Non-Slip Rubber Mat

W275 x D345 mm
W275 x D345 mm

for JSOS-500

Adaptor Kit for Reciprocal Motion

W490 x D470 mm
W495 x D495 mm
W495 x D495 mm

Universal Spring Rack
Flask Holder Platform
Non-Slip Rubber Mat

Oversized platform for JSOS-500

W690 x D650 mm
W700 x D650 mm
W700 x D650 mm

Universal Spring Rack
Flask Holder Platform
Non-Slip Rubbet Mat

Polycarbonate Flask Holder 50 ~ 1000 ml
Stainless Steel Flask Holder 100 ~ 5000 ml
Test Tube Rack Dia. 8 ~ 35 mm

Shaking Incubator supplied without shaking platform and accessories

Refer Ordering Information page 56

JSOS-300

Orbital

20 ~ 350 rpm
W275 x D345 mm

none

350x520x 165

15 kgs
25 Watt
1.0 Amp

Sales : +82-41-856-3677

JSOS-500

Orbital and Reciprocal
20 ~ 350 rpm
W495 x D495 mm
W700 x D650 mm
545 x 565 x 350
35 kgs
30 Watt
2.0 Amp
CEE 7/7 Schuko

JSR
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